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SUPER SPRAY STICK 

Professional Series Adhesive 
 
 
Form:  Liquid 

Color: Clear 

Odor: Solvent 

pH: N/A 

Solubility (in water):  Insoluble 
  (in mineral spirits):  Soluble 

Flash Point (ASTM D-7821):  <0°F (liquid)  

Specific Gravity:  0.71 ± 0.1 g/cm3 

Density:  5.93 ± 0.1 lbs /gal 

Storage Stability (at 70oF):  1 year 

Ingredients C.A.S. # 
Hexane ...............................................110-54-3 
Acetone ................................................67-64-1 
Propane ................................................74-98-6 
Hydrocarbon Polymer.................... Proprietary 
2-Methylpropane..................................75-28-5 
 

 
Use on... 

 
• Leather 
• Cloth 
• Cork 
• Wood 
• Vinyl 
• Plastic 
• Paper 
• Cardboard 
• Metal 
• Foil 
• Glass 
• Rubber 
• Foam 
 

 

Directions for Use:   
Shake well before using.  Use at room temperature.  Apply spray from a distance of 6 to 
8 inches from surface.  Adjust 3-way web spray nozzle to desired setting, low, medium, 
or high. 
 

For Temporary Bonds – Spray evenly and sparingly to one surface.  Allow to dry.  Press 
lightly into place.  If necessary, surfaces can be separated and repositioned. 
 

For Permanent Bonds – Spray evenly and sparingly on both surfaces to be bonded.  
Allow to partially dry.  Press surfaces together and allow to finish drying under pressure. 
 

WIPE OFF SPRAY TIP AFTER USE TO PREVENT CLOGGING 
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